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ON THE PATH TO PERFECTION 

PRODUCT RANGE

Outdoor OIP Insulated Current Transformers (CTs) upto 420 kV 

Outdoor OIP Insulated Inductive Voltage Transformer (IVTs) upto 245 kV

Outdoor OIP Insulated Combined CT-PT Units upto 36 kV

Epoxy Resin Cast Indoor CTs & PTs upto 36 kV

Indoor CT-PT Metering Cubicle with Epoxy Resin Cast CTs & PTs upto 36 kV



SALIENT FEATURES
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CURRENT TRANSFORMERS

CTs are manufactured with Porcelain & Composite (Polymeric) Insulators
as per customer requirements.

CTs are manufactured with Bar primary & Wound primary constructions 
as per customer requirements.

Oil Volume Compensation to maintain Hermetic sealing of CTs is achieved 
through SS bellows or Dry N2 Gas cushion in conformation to customer 
requirements thus no need of regular maintenance procedure.

CTs are manufactured with maximum primary current rating upto 3200A
with STC ratings upto 50kA/1Sec.

CTs are manufactured with all accuracy classes as given in IS:2705 / 
IS:16227 / IEC61869 meeting customer requirements thus freedom to 
choose number of cores with accuracy class mentioned in relevant IS / IEC.

All secondary terminal boxes conform to IP: 55 requirements.

CTs are manufactured with MS (Painted/Hot Dip Galvanised) / SS / Aluminium 
tanks to meet customer specification & technical requirements.

CTs manufactured generally have low partial discharges and stable tan 
delta values over prolonged period of time.

CTs are type tested for Seismic test conforming to high seismic withstand 
capability.
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SALIENT FEATURES
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VOLTAGE TRANSFORMERS

Voltage Transformers are of Inductive type.

Outdoor RVTs of 11 kV & 33 kV Voltage class manufactured conforming to 
IS:3156 / IS:16227 / IEC61869 meeting customer technical specifications.

VTs are manufactured with Porcelain & Composite(Polymeric) insulators as 
per customer requirements.

Oil Volume Compensation to Maintain Hermetic sealing of VTs is achieved 
through SS bellows or dry N�p Gas cushion in conformation to customer 
requirementsthus no need of regular maintenance procedure.

VTs are manufactured with all accuracy classes as given in IS:3156 / 
IS:16227 / IEC61869 meeting customer requirements thus freedom to choose 
number of windings with accuracy class mentioned in relevant IS / IEC.

All secondary terminal boxes conform to IP: 55 requirements.

VTs are manufactured with MS (Painted/ Hot Dip Galvanised) tanks to 
meet customer specification & technical requirements.

VTs manufactured generally have low partial discharges and stable tan 
delta values over prolonged period of time.

VTs are type tested for Seismic test conforming to high seismic withstand 
capability.
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